IESNA:LM-63-2001

[TEST] 

[TESTLAB] WAC LIGHTING PHOTOMETRIC LAB

[TESTDATE] 2011-12-29

[ISSUEDATE] 18-FEB-2001

[NEARFIELD] 

[LAMPPOSITION] 0,0

[OTHER] EVERFINE

[MANUFAC] WAC LIGHTING

[LUMCAT] WTK-LED520C-FL

[LUMINAIRE] track light 

[LAMPCAT] PHILIPS LX-PW40

[LAMP] PHILIPS LX-PW40

[BALLAST] Driver:3EPE400511

TILT=NONE

1 1000.0 1.000 19 13 1 2 0.000 0.000 0.000

1.000 1 22.3

0.0    5.0    10.0   15.0   20.0   25.0   30.0   35.0   40.0   45.0   

 50.0   55.0   60.0   65.0   70.0   75.0   80.0   85.0   90.0   

0.0    30.0   60.0   90.0   120.0  150.0  180.0  210.0  240.0  270.0  

 300.0  330.0  360.0  

1247.2   1130.1   968.8    944.2    846.0    402.9    149.4    42.4     33.1     27.4     

 25.7     24.6     23.2     20.6     15.7     9.6      5.0      0.5      0.0      

1247.2   1074.5   976.5    980.3    824.7    247.5    108.2    33.7     28.6     25.7     

 24.6     23.3     21.7     18.3     12.8     7.2      3.2      0.3      0.0      

1247.2   1179.4   989.1    992.4    935.2    514.9    171.6    41.1     32.6     26.9     

 25.0     23.8     22.4     20.1     15.8     10.0     5.2      0.6      0.0      

1247.2   1134.0   999.9    994.8    877.5    291.5    116.3    38.0     28.9     25.6     

 24.1     22.7     21.3     18.3     13.1     7.6      3.4      0.4      0.0      

1247.2   1215.1   1009.1   968.9    916.2    514.0    175.3    42.5     31.4     25.9     

 24.2     22.9     21.5     19.2     15.4     9.6      5.0      0.7      0.0      

1247.2   1117.2   965.9    939.5    831.0    258.3    111.4    32.5     28.7     25.1     

 23.7     22.4     20.9     17.8     12.8     7.3      3.4      0.4      0.0      

1247.2   1194.7   1004.8   964.5    882.7    450.0    171.7    44.2     34.0     27.4     

 25.2     23.9     22.3     20.1     16.2     10.3     5.4      0.8      0.0      

1247.2   1041.9   915.0    866.5    722.7    240.9    122.2    36.9     31.1     26.4     

 24.9     23.6     22.0     19.0     13.7     8.0      3.7      0.4      0.0      

1247.2   1108.9   924.5    853.8    767.1    391.0    165.8    53.8     35.5     28.7     

 26.3     25.0     23.5     21.1     16.6     10.3     5.2      0.7      0.0      

1247.2   1013.4   907.3    862.3    718.4    218.7    105.8    35.7     31.5     27.5     

 26.2     24.8     23.1     19.4     13.5     7.6      3.4      0.4      0.0      

1247.2   1093.5   924.7    880.3    780.2    375.2    137.4    44.7     34.5     29.4     

 27.1     25.9     24.3     21.6     16.5     10.3     5.2      0.5      0.0      

1247.2   1008.8   902.0    874.6    717.0    203.3    89.5     37.4     31.0     27.4     

 26.1     24.8     23.1     19.3     13.4     7.7      3.5      0.3      0.0      

1247.2   1130.1   968.8    944.2    846.0    402.9    149.4    42.4     33.1     27.4     

 25.7     24.6     23.2     20.6     15.7     9.6      5.0      0.5      0.0      
