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Model: 8146
120V Track Luminaire

FEATURES

• Solid shield in Brushed Nickel included
• 360° horizontal rotation and 180° vertical tilt
• 5 year WAC Lighting product warranty

SPECIFICATIONS

Construction: Die-cast aluminum track fixture with polycarbonate 
transformer case and track adapter. Bi-pin ceramic socket for MR16 lamp. 

Finish: Fixture body - Powder coat paint. Available in Black (BK) and White (WT). 
               Shield - electroplated

Transformer: 50W max (1W minimum load)

Dimming: With electronic low voltage (ELV) dimmer, lamp dims to 5%.

Standards: UL & CUL Listed.

Example:  HHT-8146LED-BN/BK

PRODUCT DESCRIPTION

Low Voltage luminaire with die-cast aluminum construction

1a"

4n"

Solid Shield in Brushed Nickel only

Halogen MR16 50W (Lamp not included)

LED MR16 (Lamp included)

Model Shield / Lamp Finish - Shield / Fixture

HHT   
LHT  
JHT

H Track
L Track
J Track

8146LED 12V, 8W BN/BK     Brushed Nickel / Black
BN/WT   Brushed Nickel / White

Model Shield / Lamp Finish - Shield / Fixture

HHT   
LHT  
JHT

H Track
L Track
J Track

8146 12V, 50W BN/BK     Brushed Nickel / Black
BN/WT   Brushed Nickel / White


