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Model: HM1-101
FLEXRAIL1™ Track Fixtures

FEATURES

• Uses GU10 lamps for a sleek look without the need for a transformer
• Choose from decorative cased glass and metal shades
• 350° horizontal rotation and 90° vertical aiming
• 5 year WAC Lighting product warranty

SPECIFICATIONS

Construction: Track head and connector are die-cast aluminum. 
Track adapter is polycarbonate. Medium base lamp socket is porcelain with 
nickel-plated copper shell. 

Finish: Available in Amber shade with Dark Bronze track head (AM/DB), Amber 
shade with Platinum track head (AM/PT), Dark Bronze shade with Dark Bronze track 
head (DB/DB), Platinum shade with Platinum track head (PT/PT), White shade with 
Platinum track head (WT/PT) and White shade with Dark Bronze track head (WT/DB).

Lamp: 120V, 50W GU10 included. Accepts 8W LED GU10 lamp (order separately).

Dimming: Dim to 5% with Triac dimmer. 
                      LED GU10 lamp dims to 10% with electronic low voltage (ELV) dimmer.

Standards: UL & CUL Listed.
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Example:  HM1-101-AM/DB

PRODUCT DESCRIPTION

Flexrail1™ GU10 fixture with choice of decorative shade.
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