
Fixture Type:

Catalog Number:

Project:

Location:

WAC Lighting
www.waclighting.com
Phone (800) 526.2588 • Fax (800) 526.2585

Headquarters/Eastern Distribution Center
44 Harbor Park Drive • Port Washington, NY 11050
Phone (516) 515.5000 • Fax (516) 515.5050

Western Distribution Center  
1750 Archibald Avenue • Ontario, CA 91760
Phone (800) 526.2588 • Fax (800) 526.2585

WAC Lighting retains the right to modify the design of our products at any time as part of the company's continuous improvement program.   JuL 2014

Model: HM1-730
FLEXRAIL1™ Track Fixtures

ORDER NUMBER

Model Finish

HM1-730 PT 
DB

Platinum 
Dark Bronze

HM1-730 –

Example:  HM1-730-PT

5”
42”

88”

FEATURES

• Patented tool free locking mechanism for precise aiming
• 350° horizontal rotation and 90° vertical aiming
• 5 year WAC Lighting product warranty

PRODUCT DESCRIPTION

Constructed of die cast aluminum, this fixture is engineered with a patented tool free locking mechanism for precise aiming control.

SPECIFICATIONS

Construction: Track head and connector are die-cast aluminum. 
Track adapter is polycarbonate. Medium base lamp socket is porcelain with 
nickel-plated copper shell. 

Finish: Available in Platinum (PT) and Dark Bronze (DB) finishes.

Lamp: 120V, 75W max PAR30 (order separately).

Dimming: Dim to 5% with Triac dimmer.

Standards: UL & CUL Listed.

FINISHES

DB PT


