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Model: HM1-846, HM1-846L
FLEXRAIL1™ Track Fixtures

FEATURES

• Patented tool free locking mechanism for precise aiming
• Integral electronic transformer
• Accepts 1 lens, see below for alternate lens options
• 5 year WAC Lighting product warranty

SPECIFICATIONS

Construction: Die-cast aluminum track head with polycarbonate transformer case 
and track adapter. Clear lens included.

Finish: Available in Platinum (PT) and Dark Bronze (DB) finishes.

Transformer: 1W minimum load transformer

Lamp: Accepts 12V LED MR16 or Halogen MR16 lamps up to 50W max (846) 
              or 75W max (846L). Order separately.

Dimming: LED MR16 lamp dims to 10% with electronic low voltage (ELV) dimmer. 
                     Halogen MR16 lamp dims to 1% with electronic low voltage (ELV) dimmer.

Standards: UL & CUL Listed.

PRODUCT DESCRIPTION

This low profile fixture is constructed of die-cast aluminum and engineered with an integral electronic, 1W minimum load transformer.
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LED MR16 (ORDER SEPARATELY)

LENSES AND ACCESSORIES

Color Lens LENS-16

AMB
BLU
GRN
RED
YEL

Amber
Blue
Green
Red
Yellow

uV Filter Lens
Frosted Lens
Spread Lens
Beam Elongating 
Honeycomb Louver

LENS-16-UVF
LENS-16-FR
LENS-16-SPR
LENS-16-BEL 
LENS-16-HCL

FINISHES

DB PT


