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Model: LED903
LEDme® 900 Series Socket Set

FEATURES

• Free of projected heat, UV and IR radiation
• Includes 72" wire that may be cut in the field
• May be dimmed with electronic low voltage dimmer
• 30,000 hour rated life
• 5 year WAC Lighting product warranty

ORDER NUMBER

System Model # Finish

MP
QP

Canopy
Quick Connect LED903

BN
CH
DB

Brushed nickel
Chrome
Dark Bronze

– LED903 –

Example:  MP-LED903-BN

FINISHES

BN CH DB

FIXTURE PERFORMANCE

Color Temp Watt Lumens Efficacy CRI
3000K 6.4W 450 70 Lm/W 85

PRODUCT DESCRIPTION

Energy efficient LED socket set for use with WAC Lighting 900 series pendant shades. 
Order as canopy mount or for use with any of our Quick Connect™ systems.

SPECIFICATIONS

Construction: Aluminum, with acrylic diffuser and 72" braided wire

Power: Input voltage: 12V AC 50/60Hz

Light Source: 3000K warm white LED, CRI: 85.
Total power consumption of 6.4W

Mounting: Depending on the system being used, the socket set quick
connect jack is inserted into a quick connect adaptor located on
the track, canopy, or transformer

Dimming: May be dimmed to 15% with electronic low  
voltage (ELV) dimmer

Finish: Available in Brushed Nickel (BN) and Dark Bronze (DB)  
and Chrome (CH)

Standards: UL and CUL Listed

COMPATIBLE SYSTEMS

Canopy (MP) Quick Connect™ (QP)

Includes:
• Quick Adjust™ Canopy (shown)
• Socket Set
• 72" braided cable

Includes:
• Threaded Male Connector (shown)
• Socket Set
• 72" braided cable

The patent pending Quick Adjust™ Canopy has an adjustable cable  
that stores inside the canopy housing for easy in-field height adjustments.

Sold as a complete unit with a single Order Number, no adapters needed.

For use on 120V Track, Solorail™, Duorail™ and Flexrail1™  
with proper Quick Connect™ adapter (sold separately).

Can also be used on any Quick Connect™ Canopy (sold separately).  
No adapter needed.

Threaded Male Connector easily joins with all Quick Connect™  
Adapters and Canopies. SEE NEXT PAGE FOR ALL ADAPTERS AND CANOPIES.
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Model: LED903
Quick Connect™ Adapters and Canopies

QUICK CONNECT™ ADAPTERS  (order one per fixture)

Solorail™ Model # Finish Duorail™ Model # Finish
LM-QADP BN

CH
DB

LM2-QADP BN
CH
DB

Flexrail1™ 120V Track
HM1-EN50 DB

PT
EN-LQ50AR
EN-HQ50AR
EN-JQ50AR

BK
BN
DB
WT

ORDER NUMBER

Model # Finish

–

Example: QMP-60ERN-BN

ORDER NUMBER

Model # Finish

–

Example: LM-QADP-BN

FINISHES

BK - Black BN - Brushed Nickel CH - Chrome DB - Dark Bronze MR - Mirror PT - Platinum WT - White

QUICK CONNECT™ CANOPIES with INTEGRAL DRIVER

Model # Finish Model # Finish Model # Finish Model # Finish
QMP-60ERN BN

CH
DB

QMP-G1RN MR QMP-G3RN MR QMP-G3RE MR

QUICK CONNECT™ CANOPIES for use with REMOTE TRANSFORMER

QMP-MI-TR BN
CH
DB

QMP-1RN-TR BN
CH
DB

QMP-1SQ-TR BN
CH
DB


