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FEATURES

• Impossibly tiny at just a half inch tall by a half inch wide
• Adjustable leveler provides offers custom positioning
• Solid aluminum construction
• Cable suspension carrying low voltage may be field shortened
• 2.76" x 1.26" x 1.18" universal voltage driver (120V-220V-277V) installs 

within a junction box 
• Color Temp: 3000K
• CRI: 90
• Dimming: 100% - 10% ELV
• Rated Life: 36,000 hours
• Input: 120 - 277V

PRODUCT DESCRIPTION

An engineering marvel, E=MC2 is an impossibly tiny half inch tall 
by half inch wide linear pendant with an incredibly powerful LED 
illumination. An adjustable leveler provides custom positioning from 
the sleek low profile canopy. E=MC2 is suspended on two thin low 
profile cables without the need for an additional power cord, lending 
to a simple and minimalistic design. Adjustable to different lengths 
through a push-pin locking mechanism at the canopy.

SPECIFICATIONS

Construction: Aluminum and Frosted Acrylic Diffuser

Light Source: High output LED.

Finish: Brushed Aluminum (AL), Brushed Black (BK)

Standards: ETL & cETL damp location listed. 

E=MC2 – model: PD-457

dwelLEDTM LED Linear Pendant

ORDER NUMBER

Watt LED Lumens Delivered Lumens Finish

PD-45747 30W 1770 1190 AL
BK

brushed Aluminum
brushed black

Example: PD-45747-AL

47" 1/2"

15" 51/2"


