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TUBE - model: PD-W2605
LED Ceiling Mount

FEATURES

• Energy Star® rated 
• CEC Title 24 Compliant
• IP65 Rated, ETL & cETL Wet Location Listed 
• Die-Cast Aluminum Construction
• Hang Straight Swivel
• Three 12" and one 6" down rods included
• Adjustable up to 90° for slope ceiling application

PRODUCT DESCRIPTION

Precision engineered using advanced proprietary LED technology with a built-in re� ector. An appealing cylindrical pro� le with powerful LED lighting is perfect for 
accent down lighting applications. Five architectural metallic � nishes o� ered.

–

Example: PD-W2605-BK

SPECIFICATIONS

Construction: Aluminum with etched glass.
Power: Integral driver in luminaire. 120V input.
Light Source: High output LED
Mounting: Mounts directly to junction box
Dimming: Dimming: 100% -10% ELV (120-277V) or 100% - 5% 0 – 10V
Finish: Brushed Aluminum (AL), Black (BK), Bronze (BZ), Graphite (GH), White (WT) 

Color Temp: 3000K
CRI: 90
Rated Life: 70,000 hours
Standards:  Energy Star® rated, IP65 Rated, ETL & cETL Wet Location Listed, 

CEC Title 24 Compliant, Dark Sky Friendly.
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