
Fixture Type:

Catalog Number:

Project:

Location:

waclighting.com
Phone (800) 526.2588
Fax       (800) 526.2585

Headquarters/Eastern Distribution Center
44 Harbor Park Drive  
Port Washington, NY 11050

Central Distribution Center
1600 Distribution Ct
Lithia Springs, GA 30122

Western Distribution Center  
1750 Archibald Avenue  
Ontario, CA 91760

WAC Lighting retains the right to modify the design of our products at any time as part of the company's continuous improvement program.  OCT 2018

PRODUCT DESCRIPTION

An architectural accent defined by a mouth blown etched opal glass cylinder, detailed with a tuning fork-like accent. Curved back plate complements the  
diffuser profile. ADA compliant. Full range of dimmability.

FEATURES SPECIFICATIONS
• Mouth blown etched opal glass
• ETL & cETL damp location listed 
• ADA compliant, low profile design
• 100%-10% electronic low voltage (ELV) dimming
• CRI: 90
• Color Temp: 3000K
• Rated Life: 55,000 hours
• 2.76" x 1.26" x 1.18" universal voltage driver (120V - 220V - 

277V) installs within a junction box
• 5 year warranty

Construction: Mouth blown etched opal glass

Light Source: LED

Dimming: 100%-10% Electronic Low Voltage (ELV)

Standards: ETL & cETL Damp location listed, ADA compliant

MODERNE – model: WS-40615
dweLED™ Wall Sconce

WS – 40615 – SN

Example: WS-40615-SN
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15" WS-40615 20W 1482 887 SN Satin Nickel


