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FEATURES

• Edge-lit magic
• Ultra low pro� le design
• Mount vertically or horizontally
• Frosted acrylic di� user provides even illumination
• WS-59639 features ELV or 0-10V dimming
• 2.95" x 1.89" x 1.14" universal voltage driver (120V - 220V - 277V) 

installs within a junction box
• Color Temp: 3500K
• CRI: 90
• Dimming: 100% - 5% ELV
• Rated Life: 46,000 hours
• Input: 120 - 277V

PRODUCT DESCRIPTION

LEDs illuminate the wall in a re� ective manner surrounding the sconce 
while minimizing glare from all directions. An exceptional option 
for illuminating vanities, corridors, or stairwells where it may be 
challenging to � nd an ADA sconce that looks attractive from multiple 
viewing angles.

SPECIFICATIONS

Construction: Aluminum and Frosted Acrylic

Light Source: High output LED.

Finish: Brushed Aluminum (AL)

Standards: ETL & cETL damp location listed. ADA Compliant 

REFLECTION – model: WS-596

dwelLEDTM LED Bath

ORDER NUMBER

Length Watt LED Lumens Delivered Lumens Finish

 WS-59623 23" 30.5W 1535 1370

AL Brushed Aluminum WS-59629 29" 38W 1920 1750

 WS-59639 35" 51.5W 2535 2410

Example: WS-59623-AL
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