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                                                             TRACK ACCESSORIES 

 
 

Color Lenses      Model   LENS-16-Color, LENS-11-COLOR 

Description: Colored Lens replaces the clear lens supplied with  

track fixtures and adds dramatic effect.  
Available: In 5 colors: RED (red), BLU (blue), YEL (yellow), 

GRN (green), and AMB (golden amber). 
 

  

Color Lenses   Model   LENS-16-DIC-Color, LENS-11-DIC-COLOR  

Description: Dichroic Lenses have superior optical clarity for pure, 

consistent color that resists heat and will not fade.  
Replaces the clear lens supplied with track fixtures.  
Available: In 5 colors: RED (red), BLU (blue), YEL (yellow), 

GRN (green), and AMB (golden amber).  
 
 

  

UV Filter Model   LENS-16-UVF, LENS-11-UVF 

Description: Blocks UV radiation (exceeds 99% for radiation below 

400nm) while transmitting high quality visible light.  Retards the 
photochemical degradation of fabrics, art works, historical documents, 
or other works of art. 
 

  

Honey Comb Louver Model   LENS-16-HCL, LENS-11-HCL 

Description: Black louver shields lamp and reduces glare. 

Used inside the lens holder on fixtures 826, 846, 876, and 1126. 
When used with glass covered MR series lamps, can also be  
Used on 007,160,180, and 808 fixtures.  
 
 

  

Spread Lenses Model   LENS-16-SPR, LENS-11-SPR 

Description: Spreads light in an even and overall pattern. 

Used inside the lens holder on fixtures 826, 846, 876, and 1126. 
When used with glass covered MR series lamps, can also be  
used on 007,160,180, and 808 fixtures.  
 

  

Beam Elongator Model   LENS-16-BEL, LENS-11-BEL 

Description: Directs the lamp beam to create a strip of light. 

Used inside the lens holder on fixtures 826, 846, 876, and 1126. 
When used with glass covered MR series lamps, can also be  
used on 007,160,180, and 808 fixtures.  
 

  

W.A.C. reserves the right to change details that do not affect overall function and performance. 
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